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Industrial Inline Pumps

DeanLine
Series

Chemical Process



• Capacities to 95 GPM (22m3/hr)

• Heads to 130 Feet (39 m)

• Pumping Temperatures to 220°F (104°C)

• Working Pressures to 100 PSIG (689 kPa)

• Two Sizes

DeanLine Series Chemical Process
Industrial Inline Pumps
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• Transfer Service
• Hospital Service

- Lime Water Circulation
- Water Circulation—Kidney Dialysis

• Condensate Service
• Line Boosters
• Soft Slurries
• Paper Coating
• Plating Solutions
• Heat Transfer Liquids

• Bottle Wash Systems
• Loading Pumps
• Tank Car Unloading
• System Cleaning Solutions
• Pilot Plant Applications
• Starch Slurries
• Dye Liquors
• Distilleries
• Aquarium Water Circulation
• Solvent Recovery Systems

• EDC Reflux
• Epichlorohydrin
• Fatty Alcohol
• Freon II
• Formaldehyde
• JP4 Fuel
• Gasoline
• Glycol
• Heat Transfer Oil
• Hexachlorophene
• Hexane
• Hot Water
• Hot Wax
• Hydro Carbons and 

Dissolved H2S

Liquids Handled Include:
• 15% Acetic Acid & Water
• Alcohol
• Alcohol & Water
• Binder Solution
• Boron Triflouride
• Brandy
• Brine
• 14 Butate Diol
• Condensate
• Cordials
• Cyanide Rinse
• Deonized Water
• Dimethylamine
• 200ºF Dowtherm*

• Soluble Paint and Water
• Solvents
• Sour Water
• Sulfuric, Concentrated
• Tetrachlorethane
• Thinners
• Trichlorobenzene
• Turpentine
• Vegetable Oil
• Vinegar
• Xylene
• Zinc Hydro Sulfate

• Hydrogen Sulfide
• Kerosene
• Light Oil
• Lime Water
• Methanol
• Mineral Oil
• 7% NA Carbonate Solution
• Pentachlorophenol
• Perchloro-ethylene
• 205ºF Polystyrene
• Quench Oil
• Slurries
• Sodium Hydroxide
• Sodium Nitrate

Applications

DeanLine Series Pumps offer inline pump convenience for simple
installations. They are excellent for process plant pump 
applications for capacities and heads less than ANSI AA and AB
sizes. Standard features include an open impeller with integral seal
and an electric driven motor. An optional air driven motor is also
available. Two pump sizes are available in cast iron and 316SS
construction. Special features include:
• Factory testing for operating performance and hydrostatic

testing for casting soundness
• Standard shaft extension to eliminate alignment problems, no

coupling needed

*Dow Chemical Co.
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11/2” DL Performance – Electric Motor

3/4” DL Performance – Electric Motor




